EZSS-0102
m. SATADOM to SATA Module
SATA 7+15 Features
—SATA III compliant
—SATA to SATADOM pass-through design
—Support power supply method of SATA Pin7 & Pin8
—Industrial temperature -40 °C to 85 °C

—3-year warranty
—Industrial design, manufactured in innodisk Taiwan

SATA 7pin
For SATADOM

4P power connector
(Power supply for standard SATADOM)

Mechanical Drawing
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Specifications

Headquarters (Taiwan)

5F., No. 237, Sec. 1, Datong Rd., _
Xizhi Dist., New Taipei City 221, Form-Factor Other

Taiwan

Tel: +886-2-77033000 [plelS|MVAl SATA III
Email: sales@innodisk.com Output I/F SATA III
Branch Offices:
USA (O¥]is[V|@e]g]p[=late]@ SATA 7pinx 1
usasales@innodisk.com
: +1-510-770-9421 DIl S MDA GIN 50 x 40 x 13.08mm
urope
euslesainnodisk com Operation: WT: -40°C ~ +85°C
Japan A0 IRIEEEEN Siorage: -55'C ~ +95°C
jpsales@innodisk.com
+81-3-6667-0161 =a\YigelpInllalM Vibration: 5G @7~2000Hz, Shock: 50G @ 0.5ms
Chi
slarl‘:s cn@innodisk.com Notes
+86-755-2167-3689
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